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Electrical Actuators 
for radiator valves VDN..., VEN..., VUN..., VPD..., VPE... 
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• SSA31... operating voltage AC 230 V  3-position control signal 
• SSA81... operating voltage AC 24 V  3-position control signal 
• SSA61... operating voltage AC/DC 24 V  DC 0…10 V control signal 
• Nominal force 100 N   
• Automatic identification of valve stroke 
• Direct mounting with coupling nut, no tools required 
• Basic types complete with plug-in connecting cable, length 1.5 m 
• Extra types for special cable lengths 
• Manual override and position indication 
• Parallel connection of multiple actuators possible 
• Auxiliary switch AC 250 V / 1(0.5) A integrated in SSA31.1 and SSA81.1 

actuators 
• Optional tamper-proof fitting to prevent dismantling 

Use 

.• For Siemens radiator valves VDN..., VEN... and VUN... 
• For Siemens-MiniCombiValves (MCV) types VPD… and VPE... 
• For radiator valves supplied by Heimeier, Cazzaniga, Oventrop M30 x 1.5, 

Honeywell-Braukmann, MNG and TA-Type TBV-C (all without adapter) 
• For radiator valves with actuators fixed with a M30 x 1.5 union nut, nominal closing 

dimensions 11.6 ± 0.3 mm and nominal stroke 2.5 mm (without adapter) 
• With the appropriate adapter types AV, the actuators can also be used with valves 

from other manufacturers (refer to «Type summary / accessories») 
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baelz 373-ESI

BESCHREIBUNG

Elektomotorischer Stellantrieb für baelz 474, 475 und baelz 500...507.

TECHNISCHE DATEN

Umgebungsparameter:
Temperatur: +1 ... +50 °С
Relative Luftfeuchtigkeit: 0 ... 85%

Hub: 5,5 mm
Gehäuse: Kunststoff
Schutzart: IP 40
Schubkraft: 100 N
Gewicht, ca.: 0,4 kg (0,5 kg mit Hilfsschalter)
Gewindeanschluss: Überwurfmutter M30 x 1,5 mm (od. m. Adapter M30 x 1,0)
Elektrischer Anschluss: 3-adriges Anschlusskabel mit Stecker 1,5 m (L15) oder 
Optional: 3-adriges Anschlusskabel 4,5 m, mit Stecker;
3-pol. Klemmenblockstecker mit Schraubanschluss (ESI-61, ESI-81)

Optionen

Typ
Stellgeschwindigkeit

(s / 5,5 mm Hub)
Ansteuer-

ung
Mediumstemp. 

(°C)
Speisespannung

max. Leistungsauf-
nahme (VA)

Parallel-
betrieb*

Hilfs-
Schalter** 

373-ESI-31 380 3-Punkt  1 ... 110 °C 230 V AC ± 15 %, 50/60 Hz 6 max. 6 optional

373-ESI-61 90 DC 0-10 V 1 ... 100 °C 230 V AC ± 20 %, 50/60 Hz
24 V DC,  ± 25 % 2 max. 10 -

373-ESI 81 350 3-Punkt 1 ... 110 °C 230 V AC ± 20 %, 50/60 Hz 0,8 max. 24 optional

Abmessungen 
baelz 373-ЕSI (mm)

* Anzahl Antriebe Parallelbetrieb, sofern die Ausgangsleistung der Regler ausreicht

**Bezeichnung Antrieben mit optionalem Hilfsschalter: 373-ESI-31.1, 373-ESI-81.1
   Schaltpunkt einstellbar 0 ... 100 %, werkseitige Einstellung: 50 %
   Schaltleistung max. 250 V AC, 1 A (0,5 A)
   Nachträglicher Einbau nicht möglich!
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Siemens Building Technologies CA1N4893E / 01.2000
Landis & Staefa Division 5/6

Q14

Q11

Q12

80125 Do not exceed the max. loads for the
SPDT contacts :
– Max. AC 250 V
– Max. 1 A resistive
– Max. 0.5 A inductive

Q11 – Q12 closed and Q11 – Q14 open:
–> Valve > 0 % OPEN.
Adjustable switching point.

Q11 – Q12 open and Q11 – Q14 closed:
–> Valve 0 % = CLOSED

The switching point can be adjusted by turning the switching cam with a screwdriver
(instructions enclosed with packaging).

All dimensions in mm

SSA31...
SSA61...
SSA81...
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SSA31.1...
SSA81.1...

98.5
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80127
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SSA31.1 and SSA81.1 :
Terminals for
auxiliary switches

Dimensions

Without auxiliary
switches

With auxiliary switches

ohne Hilfsschalter

mit Hilfsschalter
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